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  Using experience on cable production achived in lot of field sectors
SACCON open in Wuxi the chinese cable plant in cooperation with 
our partner JIANGYIN CHIVER CABLES co. LTD.

  WCS - Wuxi Chiver Saccon Cables co. LTD - is the reference for any 
asian and european customers for a wide range of cables products.

  The drive to innovate and search for new challenges has made SACCON well-known and recognised 
also in the field of flexible cables, agricultural and healthcare machine parts, components for light-vehicle 
braking systems and pushchairs. 

  Nowadays, SACCON makes use of the technology acquired after years of experience and tangible results 
achieved by the continuous innovation of products and production systems. 
  Many decades of know-how give the SACCON development team the background to produce 
a wide range of products for their customers: from plastic to aluminium alloys and sheathed cables a wide range of products for their customers: from plastic to aluminium alloys and sheathed cables 
to the production of custom-designed flexible systems.  

  SACCON’s philosophy aims at working together with 
customers, offering customers the support of the company’s 
technical staff for the design of new products in order 
to transfer our experience to Your product.

                                    All new SACCON products 
                                  are subject to test bed trials                                   are subject to test bed trials 
                                  in the R&D department to fulfil 
                                  the corresponding guarantee certification requirements. 
  
                                    Technical support, quality and service have always been key factors 
                                  in the cooperation between SACCON and its customers.

  SACCON brand was born in 1981 from the ideas, 
the willingness and the passion of its founder, 
Floriano Saccon.

  The first product was an innovative 
bicycle sheet lever, which allowed it to be mounted 
to the handlebar without welding.
  Since then, the SACCON brand has gained   Since then, the SACCON brand has gained 
recognition in the field of bicycles through 
the permanent development of innovative 
products that meet the requirements of the sector.

Quarto d'Altino (Venezia) - Italy
plastic division plant 

Wuxi Chiver Saccon Cables co. LTD
Jiangyin city, Jiangsu, China plant

Codognè (Treviso) - Italy
head plant 
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LMmodular lever family
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art. LMSL5BR00-LR0  
       ø25 clamp - 40mm stroke  
       red lever - M6 nut
       without fitting
       red “L” button for this lever only
       

art. LMSS54B00-LB0  
       ø25 clamp - 27mm stroke  
       black lever - M6x45 screw
       without fitting
       black “L” button for this lever only
       

(F) strokes (cable installing error free)
        upper lever : 27, 35, 40mm 
        bottom lever: 17, 22, 27, 32mm
(G) selective side button versions enable both levers or only one
(H) direct & fast installation cable (ø6 or ø7)
(K) adjuster M6 or M8 or direct plastic fitting cable options

(A) long life wire head
(B) metal wide rotational axes
(C) recall spring optional
(D) pass through screw/square nut 
(E) fixing way on ø22, ø25, ø27 mm



LMmodular lever family
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bottom lever
(J) standard "B type"
(L) with self-disabling function  "C type"

art. LMSS55B00-LB0  
       ø25 clamp - 27mm stroke  
       black lever - M6x55 screw
       without fitting
       black “L” button for this lever only
       

art. LMBC7BB40-OR0  
       ø27 clamp - 27mm stroke  
       black lever - M6 nut 
       M8 adjuster ø7 casing
       red button “O” for upper lever
       

art. LMSL75R20-MB0  
       ø27 clamp - 40mm stroke  
       red lever - M6x55 screw
       plastic fitting ø7
       side cover 
       

art. LMCD5BR40-LR0  
       ø25 clamp - 32mm stroke  
       red lever - M6 nut
       M8 adjuster ø7 casing
       red button “L” for this lever only
       



LMSmodular SAFETY lever
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side button type specification
L - to enable (A)
R - to enable  (B)
O - to enable (A) and (B)

complete cable 
automatic plastic cable fitting + rotating head

       

professional head

               standard head

art. LMSM54R10-OR0  
       ø25 clamp - 35mm stroke  
       red lever 
       plastic fitting ø6 casing
       red “O” button for this and bottom lever
       

art. LMSM54R10-RR0  
       ø25 clamp - 35mm stroke  
       red lever 
       plastic fitting ø6 casing
       red “R” button for bottom lever only
       

art. LMSM54R10-LR0  
       ø25 clamp - 35mm stroke  
       red lever 
       plastic fitting ø6 casing
       red “L” button for this lever only
       

art. LMSL75R00-MB0  
       ø27 clamp - 40mm stroke  
       red lever - M6x55 screw
       without fitting
       side cover 
       



LMSmodular SAFETY lever
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LMFmodular Fixing clamp

art. LMF054B0-OR0  
       ø25 clamp
       M6x45 screw (LMS use)
       red “O” button  
       

art. LMF024B0-MB0  
       ø22 clamp
       M6x45 screw (LMS use)
       side cover
       

art. LMF075B0-OR0  
       ø27 clamp 
       M6x55 screw (LMB or LMC use)
       red “O” button  
       

art. LMSL5CR00-ORL  
       ø25 clamp - 40mm stroke  
       red lever - M6x45 screw + nut
       without fitting
       complete stand alone version
       red “O” button left side
              

art. LMSL5BR00-OR0  
       ø25 clamp - 40mm stroke  
       red lever - M6 nut
       without fitting
       red “O” button
       

art. LMSL7BR00-MB0  
       ø27 clamp - 40mm stroke  
       red lever - M6 nut
       without fitting
       side cover
       

art. LMF054B0-MB0  
       ø25 clamp
       M6x45 screw (LMS use)
       side cover
       art. LMF074B0-MB0  

      ø27 clamp
       M6x45 screw (LMS use)
       side cover
       

art. LMSL7CR00-MB0  
       ø27 clamp - 40mm stroke  
       red lever - M6x45 screw
       without fitting
       complete stand alone version 
       

left
right

Complete single version 
side button layout spec.

On single version 
“O” button version is standard



LMBmodular BASE lever
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side button type specification
L - to enable (A)
R - to enable  (B)
O - to enable (A) and (B)

art. LMBC5BB40-OR0  
       ø25 clamp - 27mm stroke  
       black lever - M6 nut 
       M8 adjuster ø7 casing
       red button “O” for upper lever
       

art. LMBO5CB40-MB0  
       ø25 clamp - 22mm stroke  
       black lever 
       M8 adjuster ø7 casing
       stand alone complete version 
       

art. LMBO5BB40-MB0  
       ø25 clamp - 22mm stroke  
       black lever - M6 nut
       M8 adjuster ø7 casing
       side cover
       
       

art. LMF054B0-MB0  
       ø25 clamp
       M6x55 screw (LMB or LMC use)
       side cover
       

art. LMBN7BB90-MB0  
       ø27 clamp - 17mm stroke  
       black lever - M6 nut 
       without adjuster SW10 house
       side cover
       



LMCmodular SAFETY lever
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art. LMCD5BR40-LR0  
       ø25 clamp - 32mm stroke  
       red lever - M6 nut
       M8 adjuster ø7 casing
       red button “L” for this lever only
       

art. LMCD5BR40-RR0  
       ø25 clamp - 32mm stroke  
       red lever - M6 nut
       M8 adjuster ø7 casing
       red button “R” for upper lever only
       

art. LMCD5BR40-OR0  
       ø25 clamp - 32mm stroke  
       red lever - M6 nut
       M8 adjuster ø7 casing
       red button “O” for this and upper levers
       

art. LMCC5CB40-ORL  
       ø25 clamp - 27mm stroke  
       black lever 
       M8 adjuster ø7 casing
       stand alone version 
       left side red “O” button
              

art. LMCC5BB40-MB0  
       ø25 clamp - 27mm stroke  
       black lever - M6 nut
       M8 adjuster ø7 casing
       standard side cover
       

art. LMF055B0-OR0  
       ø25 clamp 
       M6x55 screw (LMB or LMC use)
       red “O” button  
       

art. LMCC7BB50-NB0  
       ø27 clamp - 27mm stroke  
       black lever - M6 nut
       M8 adjuster ø8 casing
       side cover short version
       

left right

Complete single version 
side button layout spec.

On single version
“O” button version is standard



LAKSsingle SEKUR lever
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Lever with enabling device to be conform to safety
Single version - Fully configurable

stroke ( force ratio ): 17(8:1), 22(6:1), 27(5:1) and 32(4:1)
fixing : clamp (ø22 and ø27) or M6 nut for pass throught screw

art. LAKS7OBR40  
       ø27 clamp (7), 
       22mm stroke (C), 
       black / red color (BR)
       M8 adjuster ø7 casing (4)
       

art. LAKSBDBR7V M6 adjuster, house ø6
  art. LAKSBDBR8V M6 adjuster, house ø7
       art. LAKSBDBR3V M8 adjuster, house ø7
         art. LAKSBDBR4V M8 adjuster, house ø8
           art. LAKSBDBR5V M8 adjuster, house ø9
                  art. LAKSBDBR1V plastic house ø6
                                        art. LAKSBDBR2V plastic house ø7
                            art. LAKSBDBR9V M6-10mm nut empty house
                              art. LAKSBDBR0V M8-13mm nut empty house
  

art. LAKS7DBR40.FA 
   32mm stroke
    clamp ø25-27 
    fitting M8 adj. casing ø7
    FA symbol



LAKSsingle SEKUR lever
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pull the safety lever 
     insert the cable
           install adjuster 

art. LAKS7DBR40  clamp ø25-27
art. LAKS2DBR40  clamp ø22

art. LAKSBDBR4V  M6 nut + M6x60 screw installed
art. LAKSBDBR4S  M6 nut + M6x60 screw not assembled
art. LAKSBDBR40  M6 nut 



LAKDdouble SEKUR lever
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Lever with enabling device to be conform to safety
Double version - Fully configurable

stroke ( force ratio ): 17(8:1), 22(6:1), 27(5:1) and 32(4:1)
fixing : clamp (ø22 and ø27) or M6 nut for pass throught screw

art. LAKD7DBR3NRR30.FA.FR  

.. DBR3 ..
32mm stroke (D), 
black / red color (BR)
M8 adjuster ø6 casing (3)

.. CBR2 ..
27mm stroke (C), 
black / red color (BR)
plastic ø7 casing fitting (2)

.. DBR8 ..
32mm stroke (D), 
black / red color (BR)
M6 adjuster ø7 casing (8)

.. NRR3 ..
17mm stroke (N), 
red / red color (RR)
M8 adjuster ø6 casing (3)

.. CRR0 ..
27mm stroke (C), 
red / red color (RR)
M8 - SW13 house (0)

.. ORR9 ..
22mm stroke (O), 
red / red color (RR)
M6 - SW10 house (9)



LAKDdouble SEKUR lever

xx                                                                                                  11

pull the safety lever 
     insert the cable
           install adjuster 

art. LAKD7NBR9CRR90  clamp ø25-27
art. LAKD2NBR9CRR90  clamp ø22

art. LAKDBNBR9CRR9V  M6 nut + M6x60 screw installed
art. LAKDBNBR9CRR9S  M6 nut + M6x60 screw not assembled
art. LAKDBNBR9CRR90  M6 nut 

art. LAKDRNBR9CRR9V  M6 nut + M6x60 screw installed
art. LAKDRNBR9CRR9S  M6 nut + M6x60 screw not assembled
art. LAKDRNBR9CRR90  M6 nut 

art. LAKDLNBR9CRR9V  M6 nut + M6x60 screw installed
art. LAKDLNBR9CRR9S  M6 nut + M6x60 screw not assembled
art. LAKDLNBR9CRR90  M6 nut 



LABbase lever

12                                                                                                  xx

1) insert the wire 
inside the lever

2) insert the cable into  
    the hexagonal hole   

To avoid stickers use, any symbol 
could be printed on lever

            art. LABM7B03  15mm 
     art. LABN7B03  17,5mm 
art. LABO7B03  20mm 
  clamp : ø25-27 
fitting  :  M8 adj. casing ø6

art. LABC7B04  25mm stroke
  clamp : ø25-27 

                         art. LABC7B00 empty
                     art. LABC7B01 zamak casing house
                   art. LABC7B02 M8 nut
              art. LABC7B03 M8 adjuster, c. ø6
           art. LABC7B04 M8 adjuster, c. ø7
        art. LABC7B05 M8 adjuster, c. ø8

  art.   art. LABC7B0T built-in casing house

fixing M6 nut option
installed into bracket
instead of clamp use
ex: LABOBB03

art. LABD7B04 30mm stroke
  clamp : ø25-27 
fitting  :  M8 adj. casing ø7

Standard command lever - Single version
stroke: 15, 17.5, 20, 25, 30 mm
fixing: clamp (ø22 or ø25/27) or M6 nut for pass throught screw



LATside PARK lever

LAPbottom PARK lever
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LAP on lock position

LAT on lock position

art. LAPN7BG4 17,5mm stroke
  clamp  ø25-27, M8 adj. casing ø7
      color black / grey

art. LAPC7BR4 25mm stroke
  clamp  ø25-27, M8 adj. casing ø7
  color black / red

hook lever available    
lever version H, R, S & T    
to keep engaged LAS lever  

while LAP or LAT lever is activated

Command lever with bottom park device - Single version
stroke: 15, 17.5, 20, 25, 30 mm
fixing: clamp (ø22 or ø25/27) or M6 nut for pass throught screw

Command lever with left side park device - Single version
stroke: 15, 17.5, 20, 25, 30 mm
fixing: clamp (ø22 or ø25/27) 

art. LATC7BG3 25mm 
  clamp  ø25-27, M8 adjuster



twin option

LADdouble lever
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Command lever - Double version
stroke: 15, 17.5, 20, 25, 30 mm 
fixing: clamp (ø22 or ø25/27) 

   To built any combination between LAB, LAT & LAP serie 
   All the LA levers could be used as left or right lever on the LA-TWIN

See table of configuration to compose the correct reference 
                     ex:    left lever   LAPN7BR4  on ø25 -->  LAPN7BR4L5
                             right lever LAPO7BR4  on ø25 -->  LAPO7BR4R5

art. LADCC7BR33 
  clamp :  ø25-27 mm
 stroke :  25 black (left) + 25 red (right)
fitting  :  M8 adj. (left) + M8 adj. (right)

                   art. LADCC7RB44 M8 adjuster ø7 casing (L + R)
            art. LADCC7RB13 casing house (left) + M8 adj. (right)
      art. LADCC7RB11 casing house (left + right)
art. LADCC7RB00 empty

 LAPO7BR4R5

 LATC7BR1L7

LAPN7BR4L5

LABC7B03R7

left

left for ø25

left for ø27

left

right

right for ø25

right for ø27

right

right

left



symbol direct print
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OPTION - SYMBOL DIRECT PRINT

On all levers use the direct print option with the symbol 
instead of install the tradistional label.

This new opportunity means:
- full endurance of symbol (label can be take off)
- save time on production lines 
   while assembling levers and labels.
- always visible symbol position

To configure on orders, simply add symbol reference at the end of original lever reference.
Es:   LABD7B03.RH           LASC55R01T.FM            LASS55Y01T.IL

LA lever print symbol - on concave side of LA lever

LASC bracket print symbol - over top LAS bracket

LASC lever print symbol - on concave side of LAS lever

LASC clamp cover print symbol - over clamp cover LAS lever

Look at our web page  -  www.saccon.it  -  to have updated list of symbols.



LASCdead man mechanic lever
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2) insert the first nut into 
    special hole and screw 
    the adjuster to position 

1) insert the wire head 
between lever & bracket 
to allow head insertion 
on lever cable house 

art. LASC12R02T 
   clamp :  ø22 mm
  stroke :  15 mm
 fitting  :  "2" M6 adjuster for ø6 casing
option : T - without hook

to avoid sticker use, 
any symbol could be printed
(see page 15 for examples)

art. LASC05R01 
  clamp :  ø25 mm
 stroke :  20 mm
fitting  :  "1" M6 adjuster for casing ø5

art. LASC57R01 
  clamp :  ø27 mm
 stroke :  25 mm
fitting  :  "1" M6 adjuster for ø5 casing

Safety lever - Mechanic version

stroke ( force ratio ): 15, 20, 25, 30 (17:1)  145mm lever version
                                    15, 20, 25       (25:1)  210mm lever version   
fixing : clamp (ø22, ø25, ø27)



LASCdead man mechanic lever
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In the case of  HIGH STRESS application,
when thousands of lever activation are needed, 
the F option give cable long life endurance.
we suggest use of plastic end casing fitting, the adjuster should 
be installed along the cable or next final device

Example of option F wire 
(not included on lever)

Example of plastic casing house fitting installed on the cable
(not included on lever)

Option
- with LAS-cover (see pag. 21)
- LAS-TWIN layout (see pag. 21)
- direct casing end fitting (code ...5, 6, 7)
- professional intensive use wire head (opton F)
- special extra length 210mm version  (stroke type ...R, T, V)

M6 adjuster
LASC....1 - M6 ø5 casing
LASC....2 - M6 ø6 casing
LASC....3 - M6 ø7 casing

art. LASC35R05T * 
   clamp :  ø25 mm
  stroke :  30 mm
 fitting  :  plastic fitting ø5 casing
option : T

art. LASCV5R02TF  
210mm lever length
25:1 force ratio
with option F wire head

casing house options
LASC....5 - for ø5 casing
LASC....6 - for ø6 casing
LASC....7 - for ø7 casing



LASStool SAFETY lever
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1

2

Safety lever with enable device - Mechanic version

stroke ( force ratio ): 25, (17:1)  145mm lever version
                                    25  (25:1)  210mm lever version   
fixing : clamp (ø22, ø25, ø27)

art. LASS57YG1T 
  clamp : ø27 
  M6 adjuster

art. LASSV5YG8TF
  clamp : ø25 
  long bracket ø8 house
  210mm lever length
  25:1 force ratio
  wire option F

art. LASSL5YG7T 
  clamp : ø25 
  long bracket ø7 



LASMelectric lever
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    special LASM high points:
          - new smooth & ergonomic design
        - easy way to change cable or switch
      - easy to fix on ø22, ø25 and ø27 direct with clamp
    - available with LAS-cover (see pag. 21)
  - available on LAS-TWIN layout (see pag. 21)

art. MLASNA001 NO switch

                                    art. MLASNC001 NC switch

art. LASMO5R020T 
  clamp ø25, red lever, w/o hook
  Normaly Open - NO switch
  with 2,0m cable



LA & LAS   integrations
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hook lever available
lever version H, R, S & T

to keep engaged
LAS lever

while LAP or
LAT lever
is activatedis activated

art. LAPS7BR3R5
    on ø25  

art. LAPS7BR3 

art. LABN7B03S5
    on ø25 

art. LADCC7BR11 

art. LATH7BB3 

art. LASC05R01

art. LASC05R01L

art. LASC55Y01T

art. LASC57B01



accessories & spare parts
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Clamp integration for 
- LA & LAS 
- LA TWIN
- LAS TWIN

art. LASC55R02D
= LASC55R02S + CLAS001.B art. LASC55R01C 

= LASC55R01S + CLAS002.B5 

art. LASC55R01C 
= LASC55R01S + CLAS002.B5 

art. LASC15B02D
= LASC15B02S + CLAS001.B 

art. CLAA324 ø24
art. CLAA328 ø28

art. CLAR124 ø24
art. CLAR128 ø28

art. CLAR224 ø24
art. CLAR228 ø28

art. CLAS001.B  

art. CLAS002.B5 ø25 mm
art. CLAS002.B7 ø27 mm



LGUuniversal throttle
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The LGU serie is an universal use throttle. 

Available configuration are:
- without plastic box for direct install
- with plastic box
- with plastic box & cable holder 

       
        Can command several engines        Can command several engines

                Available features:
                - step version* (X1, X2, X3, X6, X8)
                - frictioned version (X0)
                - indexed version (XR)
                *) several configuration available

Easy cable install operations
several stroke available 

for several engines command
and any general use

art. LGU420140 

art. LGU420240 

available stickers
(optional)

silver      black        red  
 E1           E2           E3

art. LGU020140 



LGUuniversal throttle
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OPTION - CABLE HOLDER accessory
design to hold other cables of the machine

directly on back side box
available for cables with adjuster 

or fixing turned nipple

art. LGU02F140
flex type lever 

2 cables holder
art. CLGU0A14

3 cables holder
  art. CLGU0A24      for ø22
  art. CLGU0A24.5   for ø25
  art. CLGU0A24.7   for ø27

knob - type 1 
art. CLGUP14 black
art. CLGUP1R red
art. CLGUP1Y yelow
art. CLGUP1G grey

knob - type 2 (2 parts)
art. CLGUP24 black
art. CLGUP2R red



LGUtechnical corner
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Step configurators
art. CLGUS0 X0 version (friction version)
art. CLGUS1 X1 version (4 steps long stroke)
art. CLGUS2 X2 version (4 steps - standard)
art. CLGUS3 X3 version (4 steps short stroke)
art. CLGUS6 X6 version (6 steps)
art. art. CLGUS8 X8 version (8 steps)
art. CLGUSV XV version (special)
art. CLGUSR XR version (index steps)



LGKlocking throttle
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art. LGK47FKR0

art. LGK07FKR0

OPTION - CABLE HOLDER accessory
design to hold other cables of the machine

directly on back side box
available for cables with adjuster 

or fixing turned nipple

LOCK feature is made by metal hooks

Flexible wire type lever

Easy cable install operations
several stroke available 

for several engines command
and any general use

The LGK serie is a throttle with lock device. 

Available configuration are:
- without plastic box for direct install
- with plastic box
- with plastic box and cable holder accessory

Can be used for any use



LGMthrottle with micro
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Mechanic throtle rigid wire type 
with integrated switch off device for gasoline engines

art.    LGM8S41R0-30.SLVA
43/47mm stroke 
micro switch off on “3”
SLVA logo

art.    LGM8S41R0-20
43/47mm stroke 
micro switch off on “2”

electric with and mechanic cable 
could be pre-assembled and 
pre-installed into LGM device

micro on “2” 
switch off 
when knob here micro on “3” 

switch off 
when knob here



LGCcombi throttle
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The LGA serie functional throttles 
are the heart of this new line of throttles LGC.

With new design on cover and knob
LGC serie meets all needs of a safe throttle, 
with new design 
for all new re-designed machines.

Easy install on existing frames,Easy install on existing frames,
- square feature for squared bolt
- dedicated mirror label surface

art.    LGC4K01442
    composed by
         LGA0070K4   throttle 70mm - 36/43mm stroke - black
         CLGUP14   knob black
         CLGAB2X14  plastic box for ø22 frame

art.    LGC4F4140  (example not shown)
    composed by
         LGA0070F   throttle 70mm - 33/39,5mm stroke
      CLGUP14   knob
         CLGABOX14  plastic box

art.    LGC4S4140
    composed by
         LGA0070   throttle 70mm - 42/47*mm stroke
         CLGUP14   knob
         CLGABOX14  plastic box

available stickers
(optional)

silver      black        red  
 E1           E2           E3



direct symbol print
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LGU layout LGC layout 



direct symbol print
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art. LGC4F41R0.AVL

LGK layout 
art. LGU46F144.VT 

art. LGC4S4140.VL



LGAsteel throttle
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knob - LGU type 1 
art. CLGUP14 black
art. CLGUP1R red
art. CLGUP1Y yelow
art. CLGUP1G grey

The LGA is the engine steel throttle

The lever could be used with black, red or customized knob
The lever could be 70 or 105 mm long

Different strokes & step positions are available

         art. CLGA4 - black knob
art. CLGAR - red knob

art. LGA4070F

art. LGA0105

art. LGA0070

art. LGAR070

available stickers
(optional)

silver      black        red  
 E1           E2           E3



LSDdiesel stop lever
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cable stroke: 24 mm 

       art. LSD0RB0

wire ø1,5 
head ø5x8

Mechanical switch off diesel engine lever



LGPplastic throttle
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xxx.C

xxx.E

xxx.D

xxx.A

xxx.F

xxx.G

xxx.B

max stroke
up version    37 mm

down version    37 mm

art. LGP421.C

art. LGP511.A

art. LGP420

art. LGP411.A



LGS - LGT - LGOsteel throttle
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Knob L type

knob T type

art. CLGS24 - black knob T type
art. CLGS2R - red knob T type

art. CLGL04 - black knob L type
art. CLGL0R - red knob L type

art. LGS10050
"1" type bracket

S5 step configurator

art. LGS10050.1342
"1" type bracket

S5 step configurator
special angled lever

art. LGS30030
"3" type bracket

S3 step configurator

art. LGS20070
"2" type barcket

S7 step configrator

art. LGT10010
1 step 9+34 mm

art. LGO20020
 step 9+32 mm

art. LGO10010
 step 7+27 mm



other parts
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quick release pivot “C”
 art.CMGK0845C ø8 x 45 
  

quick release pivot 
 art.CMGK1040 ø10 x 50
 art.CMGK1040 ø10 x 40 
  

Button Handle 
 art.MRP1F600   M6 female
 art.MRP1F800   M8 female
 art.MRP1M825   M8x25 male
 art.MRP1M835   M8x35 male

based steel throttle 
art. LGB0001 

                              push/pull linear throttle 
                            art. LGL0001 50mm stroke 
art. LGL0002 50mm stroke, lock turn, w/gummy



ADSprofessional splitter
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cable stroke: 30 mm 

USING  LAYOUTS
reverse                           direct

 2 levers → 1 device        1 lever → 2 devices 

       art. ADS1460

fixing fitting cable

adjuster with fixing feature

The ADS is the big professional use stroke duplicator.

The ADS could be fixed on the frame by two rivets
allows use of ø2,0mm wire ø6 casing 
performing 30mm stroke applications
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     ELECTRICAL SWITCH COVER
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complete cable 
automatic plastic cable fitting + rotating head

       

          
         professional head
LMS
    standard head

1        2       3              4         5          6        7        8       9        10       11            12         13         14          15        16       17        18

19                 20              21                 22             23           24          25          26             27         28           29             30

31

32

33

34

35

36

37

38

39

41

40

ø8x9 head

ø8x15 head

LAB
LAD
LAP
LAT

LASC
LASS
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LMB - LMC

LMS 

lever         stroke         force*         free cable  [mm]
type           [mm]          ratio          D1       D2        D3 

   N              17              8,5:1         55        51         44
   O              22              5,5:1         55        51         44

   C              27              4,5:1         41        37         30
   D              32                 4:1         41        37         30

WARNING: dimensions are subject to variations without prior notice

lever 
type

X
S
M
L

11
2
3
4

force ratio*   30:1  for all versions

*) force ratio valued when lever completely activated

C
[mm]

21
27
35
39

1313
17
20
23

start angle             stroke        free cable
A
[°]

90
90
90
90

6565
65
65
65

D
[mm]

58
60
63
67

6565
70
76
83
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lever 
type

C - H
D     
O - T
N - S
M - RM - R

C
[mm]

25
30
20
17,5
1515

dimensions             stroke             free cable**

** Free cable depends on configuration
D1 is with M8 standard adjuster
D2 is with standard casing fitting

versions: 
C, D and H

versions: 
M, N, O, R, S and T

Recomended cable head is ø8x9M8 adjuster

casing house

B
[mm]

65
65
51
51
5151

A
[mm]

121
121
110
110
110110

D1
[mm]

40
40
40
50
5050

D2
[mm]

27
27
27
37
3737

LAB - LAD - LAP - LAT 

WARNING: dimensions are subject to variations without prior notice

*) force ratio valued when lever completely activated

lever         stroke         force*         free cable  [mm]
type           [mm]          ratio          D1       D2        D3 

   N              17              8,5:1         55        51         44
   O              22              5,5:1         55        51         44

   C              27              4,5:1         41        37         30
   D              32                 4:1         41        37         30

LAKS - LAKD 
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    art.

LGAxxxxF 
LGAxxxx   
LGAxxxxK 
LGSxxx0x
LGSxxx2x
LGSxxx3xLGSxxx3x
LGSxxx5x
LGSxxx7x
LGTxxx1x
 LGPx1x
 LGPx2x

stroke C [mm]

33 (6,5+17,5+9) / 39,5 (6,5+20+13)
42 (12+18+12)  / 47  (15+18,5+13,5)
37 (6,5+17,5+9) / 42  (12+18+12)
43 (no steps)
43 (2 steps: 5+7+31)
43 43 (2 steps: 9+10+24)
43 (1 step: 11+32)
43 (1 step: 9+34)
43 (1 step: 9+34)

37
37

free cable [mm]

pos "1"/"2"  17/15 
pos "3"/"4"  13/11
pos "5"/"6"  15/12

13
13
1313
13
13
13
30
26

LGA - LGS cable

LGP cable

LGA - LGS - LGP 

lever type

1        R
0        T
5        V
3          

5          
L          L          
          V

lever length [mm]
145     210

lever length [mm]
145     210

LA
S
S
  
  
  
 L
A
S
C

C
[mm]

15
20
25
30

2525
25
25

angle      stroke      force ratio*       free cable**

** Free cable depend on configuration
D1 is with M6 standard adjuster
D2 is with standard casing fitting

WARNING: dimensions are subject to variations without prior notice

*) force ratio valued when lever completely activated

M6 adjuster

casing house

Recomended cable head is ø7,8x15

A
[°]

60
75
90
90

9090
90
90

17:1   25:1
17:1   25:1
17:1   25:1
17:1   

17:1   
17:1   
          25:1          25:1

D1
[mm]

63
57
52
-

5252
-
-

D2
[mm]

58
53
48
50

--
51
51

LASC - LASS - LASM 



technical corner

40                                                                                                   41

The configuration examples show how to compose and configure the item references.
Feel free to ask for configuring special sets. 

clamp layouts

double

single central

single lever side

single cable side

LA - LAS  special configuration table 
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